
Instructions 

 

This worksheet will provide instructions and clarity to the components of the Road Asset Inventory as 
well as the format of this document so it will be accepted by the Data Management System (DMS). 

 

 

There are 2 methods to submit your PAMP with the DMS. 

1) You can use your existing Inventory and Condition worksheet. However certain portions will need to 
be reformatted for the DMS. See Instructions below. 

2) You can download the template from the DMS with the segmentation, Designation, lengths, and 
data that was populated using the Mobile Data Collector features with Purdue's Arc GIS Account. Then  
make sure the data is complete and upload the spreadsheet. 

***Items in red indicate specific format for DMS "validation". 

 

 
Validation - the form was formatted correctly and there is no errors. You still need to "Submit Data 
Request". 

Processed - the final state your report/form should be after you "Submit Data Request". 

 

 

The name of the worksheet that has your Inventory and Condition ratings must be named, "Road Asset 
Inventory" in order for the DMS to know where to look for the data and hence for it to be "validated". 

 
The actual name of the excel file does not matter, just the name of the worksheet with your Pavement 
Roadway Inventory and Condition Ratings. 

 

 

This is the unique ID for that roadway segment. If you are using GIS, this would be the unique Identifier. 
This helps organize and track the roadway segment over time. 

 

If you are using our using the roadway segmentation from the DMS template, you can not edit the 
Designation numbers or the data will not be able to be tracked back to the GIS and you will not be able 
to use the Mobile Data Collector. This statement is only if you are desiring to use the Mobile Data 
Collector and Purdue's access to the Arc GIS account. 

 
Examples of non-GIS Designation #'s: Main01, Main02, Main03 … If you are not using GIS, any 
nomenclature is fine. 

 

 

This is the Roadway name. There can not be any blank cells for the DMS to be able to read it. 

 

If you are using the DMS template, there is a possibility that the some of the roadway names were 
blank in the base map, make sure to fill those in in order for the DMS to recognize it and "validate" it.   

 



 

"From" and "To" can be street names, street address, Northing and Eastings, or any other 
nomenclature. They just can't be blank for the DMS. 

 
Hint on Segmentation:  

     1) To and From should describe a segment that can be repeatable to track condition over time. 

     2) To and From should be consistent width and number of lanes (except at Intersections). 

     3) To and From should be consistent pavement surface type. 

     4) Helpful to have segments a logical minimal project length. 

     5) Typically we recommend "intersection to Intersection" 

 

 

This is the "centerline" length of the roadway segment measured in miles. 

 

 

This is the average width of the pavement section (not at an intersection) measured in feet. 

 

 

This is the number of travel lanes of the roadway segment (not at an intersection). 

 

 

This is the pavement surface type. Please see the worksheet labeled "Surface Types" to see the eligible 
types of pavement surfaces allowed by the DMS and how they are to be spelled.  

 
Chip Seal roadways over Asphalt, we consider Asphalt. 

Chip Seal roadways over Aggregate base we consider Chip Seal. 

Composite roadways is Asphalt over Concrete. 

 
If you want to track the effectiveness of a treatment or special use of pavement (i.e. -- Roller 
Compacted Concrete or Cold Mix Asphalt), I would recommend to have both a column of surface types 
for your use and one for LTAP's use. 

 

 

This is the condition rating type. Please see the worksheet labeled "Rating System" to see the eligible 
types of pavement rating systems allowed by the DMS and how they are to be spelled.  

 

 

 

This is the condition rating.  

For PCI, only a single number between 1-100 is acceptable for the DMS. 

For PASER, only single number between 1-10 is acceptable for the DMS. 

 

 

This is the date the road segment was rated. This could be a year or month and year or month, day, 
year format. 



 
Condition Ratings need to be updated on a 2 year maximum interval.  

 

 

This is the functional classification designated by INDOT/FHWA. Please see the worksheet labeled 
"Functional Classification" to see the eligible types of functional classifications allowed by the DMS and 
how they are to be spelled.  

 
If you use the Roadway Segmentation in the template provided, this is automatically filled in. 

 
If you use your Roadway Segmentation, please refer to INDOT website for Functional Classification 
maps if you have questions. 

 

 

This is the treatment used on the roadway segment for the indicated year. Please see the worksheet 
labeled "Treatment Options" to see the eligible types of treatments allowed by the DMS and how they 
are to be spelled.  

 

In the "Treatment Options" worksheet, you can number the treatments most likely used, then use the 
drop down arrow for "Order" to arrange them smallest to largest. This will allow your treatments used  
to show up at the top of the list when you want to select them in the "Road Asset Inventory" drop 
down menu. 

 
If your treatment that you use does not fit into one of these categories, please let us know and we can 
add additional treatments if need be. Email: connerp@purdue.edu 

 

The roadway work section from the Annual Operations Report was removed and we added this data 
column in the Pavement Management Plans. This helps us report to the State how much and what type 
Construction, Reconstruction, and Preservation Activities are being used. This also helps us to measure 
the effectiveness of treatments over time. 

 


